
Table 2B
Performance Monitoring Plan Well Sampling Network

GETS Performance Monitoring Plan
Madison-Kipp Corporation

201 Waubesa Street
Madison, Wisconsin

Well ID Bedrock Unit
Screened Interval   

(ft bgs)
Water Level (ft 

btoc)
Quarterly VOC 

Sampling
Comments

Pump 
Type

GWE-1
Lone Rock/ 
Wonewoc

55-175 18.1 Yes*
Will be sampled 

according to WPDES 
Permit

NA

MP-14 Multiple Multiple -- Yes Sample 135-140' NA
MP-16 Multiple Multiple -- Yes Sample 142-146' NA
MW-17 Upper Wonewoc 160-170 32.21 Yes Geosub

MW-22D Upper Lone Rock 45-50 23.35 Yes Bladder
MW-23D Upper Lone Rock 45-50 25.44 Yes Bladder
MW-25D2 Upper Wonewoc 160-170 43.34 Yes Geosub
MW-27D Lower Wonewoc 130-140 17.71 Yes Geosub
MW-2D Upper Lone Rock 39-44 19.64 Yes Peristaltic
MW-3D Upper Lone Rock 48-53 18.61 Yes Peristaltic
MW-3D2 Lower Lone Rock 76-81 19.22 Yes Peristaltic
MW-4D2 Lower Lone Rock 91-96 32.08 Yes Peristaltic
MW-5D Lower Lone Rock 75-80 23.65 Yes Peristaltic
MW-5D2 Lower Wonewoc 166-171 27.45 Yes Geosub
MW-5D3 Lower Wonewoc 225-235 27.02 Yes Geosub
MW-6D Lower Lone Rock 66-71 28.65 Yes Peristaltic
MW-9D2 Lower Lone Rock 64-69 8.84 Yes Peristaltic

General Note:
* = The GWE-1 influent sample results from the month of the sampling event will be used.
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