
Flood  Imper‐ 25‐yr, Main Soil Mean

Fre‐ Drainage vious Forest 24‐hr Channel Perme‐ Annual

quency Site Area Area Area Precip. Slope ability Storage Snowfall

Row Area (stream and road) (sq mi) (%) (%) (inches) (ft/mi) (in/hr) (%) (inches) (cfs) (cfs/sqmi) (cfs) (cfs/sqmi)

1 1 ‐ U Unt Rountree at W Main St 0.64 30.0

2 1 ‐ U Unt Rountree at W Main St 0.64 37.4

3 1 ‐ U Unt Rountree at W Main St 0.64 48.7

4 1 Unt Rountree at W Main St 0.64 5.31 5.29 121

5 1 Unt Rountree at W Main St 0.64 1.25 5.29 121

6 1 Snowden Br at Rock Rd 3.48 2.41 5.29 41

7 1 Snowden Br at Rock Rd 3.48 0.80 5.29 41

8 3 Armstrong Cr at Milan Rd 8.37 4.24 2.22 30.8

9 3 Shadow at Hwy 64 2.81 4.24 1.65 13.7

10 3 Mosquito at FR2123 0.95 4.24 1.65 1.4

11 4 Unt Marengo at FR196 0.69 55 1.65 24.1 80

12 4 Unt Morgan at FR199 0.51 218 1.65 3.5 80

Exercise 1. Estimating flood flows using WI regression equations and watershed characteristics.
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