Painter Training Curriculum for 40CFR Part 63, Subpart HHHHHH (6H)

As specified in Section 63.1173 (f) of the NESHAP, the training syllabus should contain the following topics:

1. Hands-on and classroom instruction that addresses, at a minimum, the following topics: 

a. Instruction on routine spray booth and filter maintenance, including filter selection and installation. 

· How to install/operate filter technology on all spray booths/stations/enclosures within the booth manufacturer’s guidelines to achieve at least 98 percent capture efficiency – related topics such as:

· How to obtain advertised performance for air flow;

· Optimum coatings application parameters;

· Adjustment of booth controls to maintain peak efficiency;

· When and how to change booth filters as required.

· Spray booths/stations used to refinish complete motor vehicles or mobile equipment must be fully enclosed and ventilated at negative pressure or up to 0.05 inches water gauge positive pressure for booths that have seals on all doors and other openings and an automatic pressure balancing system. 

· Spray booths/stations used to coat miscellaneous parts or products or vehicle subassemblies must have a full roof, at least three complete walls or side curtains, and ventilated so that air is drawn into the booth. 

b. Instruction on spray gun operation including:

· Spray gun equipment selection, 

· Set up, and operation, 

· Measuring coating viscosity,

· Selecting the proper fluid tip or nozzle,  

· Achieving the proper spray pattern, 

· Achieving the proper air pressure and volume, 

· Achieving the proper fluid delivery rate. 

c. Instruction on spray technique including: 

· Spray technique for different types of coatings to improve transfer efficiency and minimize coating usage and overspray.
· Maintaining the correct spray gun distance and angle to the part, using proper banding and overlap, and reducing lead and lag spraying at the beginning and end of each stroke.
· All spray-applied coatings must be applied with a high volume, low pressure (HVLP) spray gun, electrostatic application, airless or air-assisted airless spray gun, or an approved equivalent technology.  An HVLP-equivalent technology not previously approved by California or according to California test methods and guidance must be approved by the USEPA – they need to submit a request to the USEPA with a copy of the manufacturer’s equipment information.

· Proper spray gun cleaning procedure.  Paint spray gun cleaning must be done so that an atomized mist or spray of the cleaning solvent is not created outside a container that collects used gun cleaning solvent. 

2. Instruction on what is necessary for site-specific understanding of environmental compliance with the requirements of the NESHAP. 
3. The training program must also include a description of the methods, such as testing, to be used at the completion of initial or refresher training to demonstrate, document, and provide certification of successful completion of the required training.  Records should be kept for each painter that include:

· Employee name

· Date or initial training and the date of each renewal
· Training provider(s)
· Course name(s)
· Training Content such as the course syllabus 

