DRAWINGS OF PROPOSED ACTIVITY SHOULD BE PREPARED IN ACCORDANCE WITH SAMPLE DRAWING

Proposed Materials

1 6–8' long 1/2 hardwood log (no softwoods)
2 6' lengths of 1/2" reinforcement rod (re-rod)
2 8"-12" concrete blocks
2 1/2" bolt/nut/washers, nominal length

Project Plans. (Include top view and typical cross sections. Clearly identify features and dimensions or indicate scale.) Use additional sheets if necessary.

Location Sketch (Indicate scale.) Show route to project site: include nearest main road and crossroad.

HALF-LOG NESTING COVERS

SAMPLE DRAWING

- 1" = 1/2 mi.
- 1" = 8'

1/2 LOG

1' OVERHANG BOTH ENDS

8" CONCRETE BLOCK

8'-10" HARDWOOD LOG
CUT IN HALF LENGTHWAYS, 6' + 8' LONG

BENT-OVER ROD

CONCRETE BLOCK, TURNED ON ITS SIDE

CONCRETE BLOCK, TURNED ON ITS SIDE

BENT-OVER ROD

8" CONCRETE BLOCK

1' OVERHANG BOTH ENDS

STREAM

4'-5' WATER DEPTH

SHORELINE

LAKE

PROJECT SITE

CLEAR LAKE

CTH "X"

Lakeshore Drive

Top View

Cross Section

HALF-LOG NESTING COVERS

SAMPLE DRAWING

Fire Number N3862